








Zone 1/1A Vegetation Maintenance 2010 ATTACHMENT 2
INSPECTION LOG

b. Rob and Mike have received property owner permission to spread chips
on top of levee(s). See photo 23. Property owners want chips on top of
levee(s) to help reduce dust. Nola requested copies of disposal agreements
from each property owner.

Photo 23, west levee of Section B, chips placed on top edge.

9/02/10 Ray Dienzo and Mark Von Dollen visited the site and found crews
working along Section A midway between the HWY 1 Bridge and the 22" St.
Bridge. They reported that work is progressing as scheduled with their main
concern being leaving enough smaller willows for shade while still removing
as much as possible. They expected to be working downstream of the 22"
Street Bridge by next week.

a. Ray provided the Contractors with the contact information for the
owners of the property at the corner of Los Berros Rd and Century Ln
so they could acquire a chips disposal agreement. Contractors asked
about North levee access points downstream of the railroad bridge.
Ray will research. Mike was given contact information for the Sheriff
dispatch for security when removing debris from under the 22" St
Bridge. Mike was given new maps of chip disposal locations.
Contractors reported that all flapgates have been located and cleared
(see photo 24) and noted that the first flapgate upstream from the 22"
St. Bridge is 35" upstream of location noted on map.
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Photo 24: Typical flapgate clearing.
b. Mark walked section B, no areas of concern were found (see Photo 25) although castor
bean stalks and foliage piles still needed to be picked up. Large logs had been cut up as
requested.

Photo 25: Section B ust upstream of HWY 1 Bridge showing well limbed-up
willows providing a nice shade corridor.
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c. Mark inspected Section C from the HWY 1 Bridge to where crews were
working. A castor bean plant was found immediately downstream of the
HWY 1 Bridge (see photo 26). A total of 15 3”-3.5” diameter willows
typical of the ones in photo 27 were flagged for removal along the reach.
Broken limbs such as those in photo 28 were also flagged for removal.
Three Trees of Heaven similar to that in photo 29 were found and flagged
with yellow tape for removal by the Contractor. Mike (Herbicide
Applicator License #108686) agreed to remove and chip the Tree of
Heaven specimens and immediately apply herbicide to hamper future
growth. Mike pointed out the location of a large cut into the levee bank
(photo 30) as well as a large debris dam (photo 31). Finally, Mike
mentioned that he estimates work to be at 50% complete and asked about
having a 50% completion meeting. Due to the frequency of inspections,
unless the Contractor has any issues to discuss no special meeting would
need to take place.
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Photo 26: Castor bean plant just downstream of HWY 1 Bridge. Contractor will remove
and dispose of properly.
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Photo 27: Stand of willows on Section A midway between HWY 1 Bridge and
22" St. Bridge. Since plenty of shade exists, trunks less than 4” in diameter were flagged
for removal.

Photo 28: Broken trunks mldway between HWY 1 Bridge and 22" St. Bridge.
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Photo 29 Ttee of Heaven on North levee bank mldway between HWY 1 Brldge
and 22" St. Brldge

A - i % & : 5 3 " .
Photo 30 South Levee erosion and undercut downstream of HWY 1 Brldge

18



Zone 1/1A Vegetation Maintenance 2010 ATTACHMENT 2
INSPECTION LOG

Photo 31: Large fallen willow and debris removed A large scour pit exists just
downstream of this location.

9/14/10- Mark Von Dollen met with Rob VVandenouden to review work from the area just
upstream of 22" Street Bridge to the beginning of the coastal zone. Work is on hold
pending approval of the Coastal Commission development permit waiver. Five 3.5”
trunks among a cluster of willows upstream of the 22" Street Bridge were flagged for
removal (photo 32). The trash beneath the 22" Street bridge was thoroughl dy cleaned up
(photo 33). It was determined that the coyote brush patch between the 22" Street Bridge
and the UPRR Bridge could use more thinning. The coyote brush covers more than 50%
of the ground at this location so contractors were instructed to remove 1/3 of the bushes
in accordance with the scope and permit (photo 34). Five more small willow trunks were
flagged for removal in an area of abundant shade downstream of the UPRR Bridge
(photo 35). There were no other issues along the reach. Willows were well limbed up
and debris was removed from the channel.

a. Rob reported that so far, 13 Tree of Heavens had been found along section A.
CDFG disposal guidelines were reviewed

b. Mark clarified with Rob that the shoulder of 22" Street is to be used as a
temporary chips storage area only. After one month’s time, all remaining chips
are to be removed to a suitable disposal area.
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Photo 33: Trash cleaned from under 22™

Street Bridge.

20



Zone 1/1A Vegetation Maintenance 2010 ATTACHMENT 2
INSPECTION LOG

treet Bridge and UPRR Bridge.
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Photo 35: Small willows downstream of UPRR Bridge flagged for rem

5

oval.
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Photo 36: Finished section looking upstream near the 22™ Street Bridge. Willows

are well limbed-up to provide open corridor.

9/21/10- Mark Von Dollen met with Mike and Rob near the 22" Street Bridge.
Chippings were being removed from the shoulder of 22™ Street and placed along the
Cienaga Seabreeze property line. Mike reported that a total of 14 Trees of Heaven had
been cut, removed, and treated. Mike also emphasized the danger of handling containers
with unknown contents that may be found in the creek channel. Mike noted that recently
a plastic bottle had exploded in the back of the Pismo Dunes property manager’s truck as
he was collecting garbage near the 22" Street Bridge. Mark walked the final portion of
section A (see photos below for reference).

e

Photo 37: Coyote Brush thinning downstream of 22" Street Bridge.
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Photo 38: Wood chips removed from Shulder of 22" Street.
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Photo 39: Finishe sectin Iooking downstream at Guiton’s Crosing.
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Phot6‘46:& Finished section looking upstream at Guiton’s Crossing.
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Phto 41: Well devoped corridor looking upstrea at Coastal Zone extent,
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Photo 42: Delta Street culvert outlet with v

Prepared by: Mark Von Dollen, Utilities Intern
Reviewed by: Nola Engelskirger, Utilities Staff Engineer

File Location:
V:\Hydraulic Planning Unit\Zone 1_1A\Vegetation Maintenance\2010 Veg Maint\Inspection\LOG.doc
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ATTACHMENT 3

2010 Vegetation Thinning and Channel Maintenance
Summary of Actual Costs

Task Performed By Actual Cost
1|Permitting Coastal San Luis RCD $4,500
2|Preconstruction Survey and Monitoring Coastal San Luis RCD $7,500
3|Vegetation Thinning Contract Contractor - Rob Vandenouden $19,425
4|Contract Change Order #1 Contractor - Rob Vandenouden $3,900
5|Contract Change Order #2 Contractor - Rob Vandenouden $950
6[Coordination, management, & inspection of Contract Public Works Staff $8,300

TOTAL $44,575
NOTES:

1 Required permits included CDFG 1602 Streambed Alteration Agreement and Coastal Development Permit Waiver
2 Preconstruction surveys and sensitive species monitoring was a condition of permits listed in Task 1

3 Contractor hired through County Invitation to Bid #3493-10

4 Change Order #1 was for mowing tops of levees and hedging willows and ivy for access

5 Change Order #2 was for removing 14 trees of heaven, including herbicide application to the cut stumps

6 Public Works Staff spent approximately 110 hours to coordinate, manage, and inspect the project. Most of the inspection was
performed by Mark Von Dollen (intern).

V:\Hydraulic Planning Unit\Zone 1_1A\Vegetation Maintenance\2010 Veg Maint\Summary of Actual Costs





